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Contact Information & Notes
Please Take Note :

ÅPrices are subject to change without notice

ÅPrices are F.O.B Hope, Indiana; unless otherwise stated

ÅFreight/Delivery service quoted upon request

ÅSamples available upon request

ÅCatalogs and Brochures available upon request

ÅMost stone available in other sizes, prices may very

ÅAdd $20.00 per ton for palletizing

ÅPallets are 3000 -4500 lbs

ÅPlease allow for a 2 -4 week lead time on most products

ÅAny requests to change the finished product from how it is normally produced or packaged 
is subject to an additional charge

ÅAll of our materials produced are natural products of the earth. You may experience slight 
variation in color and texture

ÅC.O.D on all orders unless credit is established

ÅPayment accepted in Cash, Check, and Visa, MasterCard, Discover via the phone or in 
person 

ÅTo establish credit request a credit application

Contact Information :

Office: (812) -546 -6181                                   Fax: (812) -546 -6182

Email: info@estesmaterialsales.com                Web: www.estesmaterialsales.com

Hours:

8am to 5pm Monday thru Friday

In season Saturdays (April thru October) 8am to 2pm

Off season Saturdays by appointment only

Physical Location :

11793 N. State Rd. 9 Hope, In 47246

¼ mile North of Hope at mile marker 13

Mailing Address :

P.O Box 161 Hope, In 47246

Stop By And Take A Look At Our Large Inventory

For additional information visit :www.estesmaterialsales.com 



Terms, Conditions & Payments
TERMS OF SALE CONDITION : You understand and agree that the material purchased from Estes Material Sales, 
Inc. will be charged to your account regardless of to whom the purchased material is resold, delivered, or installed. You 
agree to make the necessary arrangements with your lending institution, if necessary, to be able to fully pay for your 
purchases in strict accordance with the terms of sale listed below regardless of weather or not you have been paid by 
your customer or end user.

INVOICE TERMS : Invoices will be mailed in a timely manner, and dated the day of delivery. Payment is due 30 days 
from date of invoice for customers with established credit, due on receipt for customers without established credit. 
The amount specified on the invoice must be paid in full. No deduction to the amount specified on the invoice (other 
than discount, if qualified) will be permitted. All invoices must be reviewed when received (do not wait until payment is 
due). If an invoice is incorrect , that information must be reported to the salesman who is handling your account, at 
which time instructions on how to handle the payment for such invoice will be given.

LATE PAYMENT CHARGE : You understand and agree that a late payment charge of  2% per month will be charged on 
all invoices over 30 days. Your account is past due if payment is not made by due date.

DELINQUNT: Your account is delinquent and subject to credit suspension if your balance is 30 days beyond the due 
date on the invoice, at which time you account will be placed on COD status, to be reopened by payment or approval of 
the credit department. You may make purchases by cash, check, or credit card until your account is reopened. Any 
discount or special job pricing are void when your account is on COD status.

LEGAL ACTIONS: If it becomes necessary to refer your account for collection, you understand and agree to pay all 
reasonable attorneyõs fees, lien filing fees, collection fees, and other expenses incurred by Estes Material Sales, Inc.

CASH DISCOUNTS : If your invoice is subject to a cash discount, the amount of the discount and the due date will be 
shown at the bottom of the invoice. Discounts are allowed only if paid on or before the due date shown. Any cash 
discount taken after the due date shown on the invoice is not allowed.

SALES TAX: A tax exemption certificate must be completely filled out, dated, signed and in our files to qualify for 
tax exempt status.

RETURN CHECKS: All checks returned unpaid by your bank will be assessed a $20.00 return check fee. 

REFERENCE AUTHORIZATION: You authorize and direct Estes Material Sales, Inc. to investigate any references 
herein listed, or any data obtained from any person pertaining to the creditworthiness or financial responsibility for the 
Credit Applicant.

PRICING : Estes  Material Sales, Inc. reserves the right to change the price list for materials from time to time, as it, 
in its sole discretion, deems appropriate. Estes Material Sales, Inc. shall make a good faith effort to give written notice 
of the changes in the price list to you, but any failure to do so shall not affect Estes Materials Sales, Inc. right to 
change such price list or your obligation to pay for material at Estes Material Sales, Inc. the applicable prices.

RESTOCKING FEE: Estes Material Sales, Inc. will charge a 25% restocking fee on all returned merchandise. Delivery 
and forklift charges are nonrefundable. A pick up charge will be accessed for picking up returns.

JOB SITE DELIVERIES: Estes Material Sales, Inc. will make every effort to place materials on site where 
instructed, however if no person is present onsite it will be at the discretion of the delivery driver on placement of 
materials.  Estes Material Sales, Inc. will not be responsible for walks, drives or any damage caused by delivery trucks 
or forklifts.

WARRANTY DISCLAMER : ESTES MATERIAL SALES, INC. MAKES NO EXPRESS WARRANTY AND NO IMPLIED 
WARRANTIES WHATSOEVER WITHOUT LIMITING GENERALITY OF THE FOREGOING, ESTES MATERIAL 
SALES, INC. MAKES NO WARRANTY OF MERCHANTABILITY AND NO WARRANTY OF FITNESS FOR ANY 
PARTICULAR PURPOSE. THE DETERMINATION OF PRODUCT SUITABILITY IT THE SOLE RESPONSIBILITY OF 
THE PURCHASER AND OR USER.
LIMITATION OF LIBILITY : IN NO EVENT SHALL ESTES MATERIAL SALES, INC.  BE LIABLE FOR ANY LOSS 
OF PROFIT, INDIRECT, SPECIAL, OR CONSEQUENTIAL DAMAGES. IN ADDITION , ESTES MATERIAL SALES, 
INC. SHALL NOT BE LIABLE FOR ANY DAMAGES CAUSED BY DELAY IN DELIVERY, INSTALLATION, OR 
FURNISHING THE PRODUCT OR SERVICES.



Architectural Building Stone Index

1. Antique Buff Dry Lay

2. Antique Buff Rubble

3. Antique Buff Web

4. Aztec Brown Broke Rubble

5. Brassfield Hunk & Chunk

6. Brown County Rubble

7. Brown County Web

8. Colonial Blue Splitface Rubble

9. Colonial Blue & Flatrock Rubble Mix

10. Cumberland Mountain Splitface Rubble

11. Cumberland Mountain Gray Rubble

12. Cumberland Mountain Palace Blend

13. Cumberland Mountain Web

14. Cumberland Mountain Weathered 
Fieldstone Rubble

15. Cumberland Mountain Weathered 
Fieldstone Thin Stack

16. Cumberland Mountain Weathered 
Fieldstone Web

17. Flatrock Castle Cut

18. Flatrock Buff Rubble

19. Flatrock Buff Tumbled Rubble

20. Flatrock Thin Rubble                                           

21. Flatrock Web

22. Flatrock Gray Rubble

23. Flatrock Gray Tumbled Rubble                           

24. Flatrock Gray Web

25. Glacial Granite Cobbles

28. Heritage Blend Broke Rubble 

29. Highland Brown 4ó Veneer

30. Horse Creek Mini Web

31. Indiana Cut Limestone

32. Indiana Limestone Regular Rubble

33. Indiana Tudor

34. Indiana Tumbled Limestone

35. Laurel Buff Rubble

36. Laurel Buff Web

37. Lost River Broke Rubble Thick

38. Lost River Broke Rubble Thin

39. Old South Broke Rubble

40. Rush County Broke Rubble

41. Sandy Creek Rubble

42. Sandy Creek Tumbled

43. Tennessee Cobbles

44. Western Gray Hunk & Chunk

45. Wisconsin Castle Rock

46. Wisconsin Cobbles

47. Woodland Mountain Chop

48. Accessory Stone

49. Commonly Used Stone Terminology page 1

50. Commonly Used Stone Terminology page 2

51. Stone Coverage Quick Reference Guide

For additional information visit :www.estesmaterialsales.com 



Consists of shades of buff, cream, and tan. 

Typical lengths range from 4-12ò with 

heights of 1½-4ò and thicknesses of  3-5ò 

for a standard 4ò brick ledge.

Covers approximately 40 Sq. Ft. per ton.

Machine broke soft limestone to be laid 

split face out. Great material for dry lay 

instillation!

Retaining wall, Flagstone, Cap Stone, 

Hearth & Mantles, Soldiers, Keystones, 

and Window Sills available to match!

Exclusively quarried product of EMS

Antique Buff Dry Lay

Antique Buff Dry Lay
Architectural Building Stone

ÅNote: All of our materials produced are natural products of the earth.                                                       

You may experience slight variations of color and texture.                                                                   

*All pallets are 3000-4500lbs, material available on pallets or bulk.

ÅAntique Buff  window sill stone shown in photo.

1For additional information visit :www.estesmaterialsales.com 



Antique Buff Rubble
Architectural Building Stone

Consists of shades of buff, cream, and tan. 

Typical lengths range from 6-22ò with 

heights of 4-10ò and thicknesses of  3-5ò for 

a standard 4ò brick ledge.

Covers approximately 45 Sq. Ft. per ton.

Machine broke soft limestone to be laid 

split face out. 

Retaining wall, Flagstone, Cap Stone, 

Hearth & Mantles, Soldiers, Keystones, 

and Window Sills available to match!

Exclusively quarried product of EMS

Antique Buff Rubble

ÅIndiana Limestone window sill stone shown in photo.

2For additional information visit :www.estesmaterialsales.com 

ÅNote: All of our materials produced are natural products of the earth.                                                       

You may experience slight variations of color and texture.                                                                   

*All pallets are 3000-4500lbs, material available on pallets or bulk.



Antique Buff Web
Architectural Building Stone

Consists of shades of buff, cream, and tan. 

Typical sized pieces are 1-2 square feet in 

size with thicknesses of  3-5ò for a standard 

4ò brick ledge.

Covers approximately 50 Sq. Ft. per ton.

Soft limestone laid bed face out. Consists of 

irregular shapes and sizes.

Retaining wall, Flagstone, Cap Stone, 

Hearth & Mantles, Soldiers, Keystones, 

and Window Sills available to match!

Exclusively quarried product of EMS

Antique Buff Web

3For additional information visit :www.estesmaterialsales.com 

ÅNote: All of our materials produced are natural products of the earth.                                                       

You may experience slight variations of color and texture.                                                                   

*All pallets are 3000-4500lbs, material available on pallets or bulk.



Aztec Brown Broke Rubble
Architectural Building Stone

Aztec Brown Broke Rubble

Consists of shades of browns, cream, and 

tan. Typical lengths range from 6-22ò with 

heights of 4-12ò and thicknesses of  3-5ò for 

a standard 4ò brick ledge.

Covers approximately 45 Sq. Ft. per ton.

Machine broke soft limestone to be laid 

split face out. 

Exclusively quarried product of EMS

4For additional information visit :www.estesmaterialsales.com 

ÅNote: All of our materials produced are natural products of the earth.                                                       

You may experience slight variations of color and texture.                                                                   

*All pallets are 3000-4500lbs, material available on pallets or bulk.



Brassfield Hunk & Chunk
Architectural Building Stone

Brassfield Hunk & Chunk

Consists of shades of brown with a little 

white to grey. Random sized and shaped 

pieces. The majority of the pieces will be 

under one square foot, while thicknesses 

will be 3-5ò for a standard 4ò brick ledge.

Covers approximately 30 Sq. Ft. per ton.

This is a hard limestone, hunk & chunk 

pieces, laid as fits. 

Final product produced by EMS

5For additional information visit :www.estesmaterialsales.com 

ÅNote: All of our materials produced are natural products of the earth.                                                       

You may experience slight variations of color and texture.                                                                   

*All pallets are 3000-4500lbs, material available on pallets or bulk.


